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Aircraft shall not make final turn over George Town for landing
Rwy 08.

Flights below 1500 prohibited except final descent for landing.
VFR training flights are not permitted at night.

ATC will issue a taxi clearance from the parking area to an
appropriate rwy for departing traffic. Departing flights shall
contact the TWR to obtain engine start clearance. Departing IFR
flights shall contact the TWR to obtain ATC clearance before

commencing taxing. Request for ATC clearance may take place
at the earliest, 10 minutes prior to engine start-up.

Feet

0 1000 2000 3000 4000

0 200 400 600 800 1000 1200

81-21
L L L L l L L L L L L L L l L

ADDITIONAL RUNWAY INFORMATION
USABLE LENGTHS
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RWY

Threshold

Glide Slope

TAKE-OFF

WIDTH

08
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HIRL ODALS @REIL PAPI-L (angle 3.0°)

grooved

HIRL @REIL PAPI-L (angle 3.0°)

grooved

6608' 2014m

151"
46m

@ Raised 1’ above the Rwy surface.

TAKE-OFF
AIR CARRIER AIR CARRIER (FAR 121)
LVP must be in Force All Rwys
All Rwys All Rwys wy
RCLM (DAY only) RCLM (DAY only)
or RL or RL Adequate Vis Ref
A 2 -
E
1 250m 400m 29 400m -
C 384 -
D 300m Eng

CHANGES: Rwy lighting, notes.
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